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CONTINUOUS SEALING MACHINE
SELLADORA EN LINEA
UNUNTERBROCHENE DICHTUNG MASCHINE
MACHINE CONTINUE DE CACHETAGE

,

連續式封口機 (24機種)

手壓‧腳踏式封口機 (15機種)

自動計重‧計量充填機 (7機種)

自動計量‧計重充填包裝機 (8機種)

真空包裝機 (8機種)

L型自動包裝機

CONTINUOUS SEALING MACHINE (24 models)

HAND TYPE • FOOT TYPE SEALER (15 models)

AUTO. WEIGHING FILLING MACHINE (7 models)

AUTO. WEIGHING FILLING PACKING MACHINE (8 models)

VACUUM SEALING MACHINE (8 models)

L TYPE AUTOMATIC SEALING MACHINE

TAPE DISPENSER

BOX • CUP SEALER (3 models)

TWISTING TIE MACHINE (5 models)

FOOD MIXER (24 models)

FILM PACKAGING MACHINE (2 models)

VEG. & FRUIT TYING MACHINE (2 models)

膠帶座

封盒‧杯機 (3機種)

魔帶結束機 (5機種)

食品攪拌機 (24機種)

保鮮膜包裝機 (2機種)

蔬果膠帶束口機 (2機種)

`

`

. .
`

FOOD MIXER
MAQUINA MEZCLADORA
KUCHENMASCHINE
MELANGEUR DE NOURRITURE

FOOD MACHINE SERIES
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LIGHT DUTY HORIZONTAL
SEALING MACHINE PATENT NO-86144

LIGHT DUTY VERTICAL
SEALING MACHINE PATENT NO-85591

WA-622S

LIGHT DUTY HORIZONTAL DOUBLE
SIDES SEALING MACHINE PATENT NO-45155

WA-624

HORIZONTAL SEALING
MACHINE PATENT NO-114403

WA-721

HORIZONTAL SEALING MACHINE

WA-722
PATENT NO-114403

DOUBLE SIDES SEALING MACHINE

(ATTACHED WITH PRINTER)

HEAVY DUTY CONTINUOUS
SEALING MACHINE

WA-627
PATENT NO-85591

MACHINE CODE ILLUSTRATION

WA-621P

WA-
A: Adjustable speed 
B: Caster with brake 
C: Counter 
P: Printer 
S: Stainless steel 

Machine No.

T: Trimmer 
U: Compression unit
W: Weighing 
Q: Quantative 

WA-724P

PACKAGING MACHINE SERIESWTB ®
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VACUUM TYPE
SEALING MACHINE PATENT NO-15114

WA-729P

AUTOMATIC FILLING & PACKING
MACHINE FOR LIQUID

WA-308/309 WA-304 /305

® ® ® ® ® ® ® ® ® ®

COMPUTER AUTO. WEIGHING /
QUANTATIVE FILLING MACHINE

WA-1000W/1000Q/1000S

AUTOMATIC FILLING & PACKING
MACHINE FOR LIQUID

WA-306/307

AUTOMATIC FILLING & PACKING
MACHINE FOR POWDER OR GRIT

WA-314

VERTICAL SEALING MACHINE

WA-727
(ATTACHED WITH PRINTER)
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WA-7212

A sealing machine fitted with the
conveyor for efficient operations. Ideal
for mass production line.

Equipped with infeed conveyor for greatly upgrading productivity.
Suitable for mass production for hardware and part assembly.

Permits for 8 operators to work at both sides.

Maximum loading capacity on conveyor is 150 kgs.

Variable conveyor speed.

The height of the conveyor from floor is 800mm.

Comprehensive safety guards.

Stainless or wood tables on both sides.
Foot stands under table allow operators to sit for working.

Equipped with product storing chanel.

3 phase, 220V power system.

A heavier model than WA-622 with similar features.

Equipped with four castors for easy mobility.

Fully gear drive assures long service life and superior sealing
quality.

Comprehensive safety guards.

Ideal for sealing liguid, powder, glue hardware kits and oily products.
Bag length range from 10 to 40 cm.

Stainless steel machine frame is available.

WA-622

10-40

8

150

800mm

220V

PRODUCTIVE TYPE SEALING MACHINE

VERTICAL SEALING MACHINE

WA-7206
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4
LED

LED

28

1.
2.

3.

COUNTER:
1. Mechanical 4-digit type:

For indicating the sealed products.
2. Alarm type:

LED displays the single lot number. Once quantity 
reaches, alarm sounds.

3. Double display counter: '
LED displays the total quantity and single lot number.
Once quantity reaches, alarm sounds.

DATE CODER:
For printing the manufactuning date, storage duration.
lot number and weight etc. Standard printing capacity
28 words. (Double lines printing)
(Choice of bronze, steel, or aluminum words)
Custom words and logo are available.

POWER TABLE RAISING:
Available only for vertical sealers.
Motor drive with limit switch control for entire stroke.
Provides effortless and convenient elevation of
conveyor table.

TRIMMERS
Designed to trim the bag edge after sealing. Furnished
with one set spared blade.

WATER COOLING SYSTEM:
Provides fast cooling effect and ensures serure sealing
line.

BAG COMPRESSION UNIT:
Choice of belt or squeeze type. It forces out the air
in the bag. Excellant for packages such as sponge, soft
products and gloves for saving package volume.

DIRECTION OF FEED:
A reversible feed is available. (Feed from right to left)

AIR BLOW ATTACHMENT:
For filling air into bags to prevent package crashing
and upgrade visual effect.

TUBULAR LEGS:
Fitted with 4 castors and built-in tool cabinet. Available
for WA-6XX series only.

VACUUM SUCTION DEVICE:
With vacuum suction pump for sucking air out of bags.
It saves package volume and extends expiry date.

STANDARD ACCESSORIES
FUSE
SEALING BAND
(Choice of stainless steel or teflon band)
TOOL BOX AND TOOLS
INK ROLLER AND ALUMINUM ALLOY
WORD BOX.
Choice of bronze or steel words.
Supplied only for models equipped with
date coder.
OPERATION MANUAL

Hydraulic type: Provides a
powerful compression effect.
Recommended for expanded
products, such as sponge ...etc.

Printing dates, lot no and weight....
etc.

OPTIONAL ACCESSORIES

Castors provide easy mobility of
the machine.

Employs two blades to trim
package after sealing for neat edge.

To blow air into the bags for
preventing package from crashing..

80%

To evacuate air out of bag.Belt type: Employs belts to force
air out of bags before sealing
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FOOT TYPE DIRECT HEAT SEALER

FEATURES:
Foot operated for maximum operation convenience.

Optional date coder allows for sealing and date coding at 
a time.

Direct heating gives dependable and secure sealing result.

Stand can be dismantled into two sections for reducing 
packing volume, and saving freight.

APPLICATIONS:
Designed for sealing poly bags, Polycello, PE, PP film coated
with aluminum foil, Tin foil, copper foil; OPP, OPS, PSP, glued
paper etc.

Ideal for users of shops, stores, wholesale distributors etc.

, PE, PP,
OPP, OPS, PSP, 

HAND TYPE IMPULSE SEALER

FEATURES:
Compact construction.

Light weight for comfortable operation.

Minimum trouble.

Electronically controlled impulse sealing gives
  time saving and safety guard.

APPLICATIONS:
Designed for sealing various bag materials such as
PE, PP, PVC etc.

Ideal for users of shops, stores, home, and wholesale
distributors.

PE, PP, PVC

WA-300H

WA-300HC

WA-100H

WA-300DF
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FEATURES:
Foot operated for maximum operation convenience.

Optional date coder allows for sealing and date
 coding at a time.

Electronically controlled impulse sealing gives
  great time saving and safety guard.

Stand can be dismantled into two sections for
 reducing packing volume, and saving freight.

Automatic and continuous sealing with switch
  for foot control. (HN Series)

APPLICATIONS:
Designed for sealing various bag materials such as
PE, PP, PVC etc.

Ideal for users of shops, stores, wholesale distributors.

HN

PE, PP, PVC

FOOT TYPE IMPULSE SEALER

60 x 45 x 30

MODEL Source
(V)

Impulse Power
(W)

Max.
Sealing Length

(m/m)
Heat Time

(Sec.)

Max.
Sealing Thickness

(m/m)

Packing
Dimensions

(cm)
Gross Weight

(Kg)

WA-300F

WA-450F

WA-600F

WA-300HN

WA-450HN

WA-600HN

110/220

400

600

800

400

600

800

0.2-3

75 x 45 x 25
23

28

34

22

23

26

300

450

600

300

450

600

0.4
90 x 45 x 30

75 x 45 x 30

MODEL Source
(V)

Impulse Power
(W)

Max.
Sealing Length

(m/m)

Heat Temp.
(˚C)

Max.
Sealing Thickness

(m/m)

Packing
Dimension

(cm)

Gross Weight
(Kg)

WA-210DF

WA-250DF

WA-300DF

110/220

250

300

350

50-300 75 x 40 x 35

22

23

24

210

250

300

1

MODEL
Source

(V)
Impulse Power

(W)

Max.
Sealing Length

(m/m)

Heat Time
(Sec.)

Max.
Sealing Thickness

(m/m)

Packing
Dimensions

(cm)

Weight
(N.W./G.W.)

(Kg)

WA-100H

WA-200H

WA-300H

WA-400H

WA-200HC

WA-300HC

110/220

160

260

380

600

260

380

0.2-1.3

50 x 35 x 40

55 x 35 x 40

50 x 50 x 40

60 x 40 x 45

35 x 45 x 50

55 x 25 x 50

20/22

21/23

28/30

30/32

24/27

19/21

SINGLE SIDE
0.2mm

100

200

300

400

200

300

PCS/CTN

12

10

8

6

6

4

WA-450F

WA-300H N/P
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Bowl Capacity (Liter) 

D: Digital Electronic Display 

WB-

A: Automatic Bowl Removal 
B: Belt Drived 
G: Gear Drived 
M: Mixing Performance 

® FOOD  MACHINE  SERIES

FOOD MIXER FOOD MIXER FOOD MIXER

FOOD MIXER

FOOD MIXER

FOOD MIXER
VERTICAL TYPE MIXER

MACHINE CODE ILLUSTRATION

WB-10G/20G

WB-10BD/20BD/30BD/40BD WB-30G WB-80B/90B/140B

WB-70B/90B/200B/260B WB-260A/300A/380A/500A WB-100M/200M
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FOOD  MACHINE  SERIESWTB ®

TAPE DISPENSER

VEGETABLE AND FRUIT TYING MACHINE

PLASTIC TYING MACHINE

FILM PACKAGING MACHINE

BENCH BOX SEALER

•
BENCH BOX • CUP SEALER

TWISTING TIE MACHINE

WB-110

WB-120

WB-121

WB-125 WB-999

WB-888

WB-210
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MODEL
Source

(V)
Power
(W)

Heat Temp.
(˚C)

WB-777 100/240 14.5 LO: 180, H I: 210 68X26X25/25 10/12

Packing Dimension
(cm)

PCS/CTN

Weight(kg)
N.W./G.W.

SHRINKING MACHINE VACUUM SEALING MACHINE

USAGE:
To WEO, OPS, OPP, PSP, PVC, EPS food

  packing cases for shops, stores, houses, mills.

FEATURES:
Light weight
Easy to operate
Regulatable high or low temperature to any

  thickness.
Direct heat weld, solid and firm.

WB-311FH WB-350

WB-777

BOX SEALER
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Taipei World Trade Center Exhibition Hall

Room 3B33, 5 Hsin-yi Road, Sec. 5, Taipei 110, Taiwan.

Tel : 886-2-8788-1451 . 8788-1608

Fax : 886-2-8788-1452

E-mail : wtb.rita@msa.hinet.net

Web site : www.wtb.com.tw

WTB INTERNATIONAL CO., LTD.

WTB ®


