
SpecificationSpecificationSpecificationSpecification

Panel Size
Pixel Pitch 
Resolution (Max.)
Brightness
Contrast Ratio
Response Time
Color Support
View Angle (H/V)
Aspect Ratio
Input Signal

Controls:        Basic
                      OSD

HDMI
DVI-D(support HDCP)
15 pin mini D-Sub
Audio input
3 pin AC Plug ( CEE22 )

TECHNICAL INDEX

Power Input AC 100-240V; 50/60Hz ACCESSORIES  User’s Manual、Power Cord, D-Sub VGA Cable

Operate Conditions Temperature 0°C - 40°C
Humidity : 20% - 90% REMARK

Plug & Play TBD DIMENSION
Speaker Built - In  2W x 2 Unit(mm)                                 1PC/1Carton(mm)Unit(kg) Color-Box(kg)
Wall Mount VESA Standard 610*135*445                             667*150*480 5.5kg 6.5kg
Power Consumption TBD

20' ft  500pcs / 40' ft  1000pcs / 40' hq   1200pcs

RGB Analog (75 ohms; 0.7/1.0Vp-p)

PANELPANELPANELPANEL

SYSTEM & FEATURESSYSTEM & FEATURESSYSTEM & FEATURESSYSTEM & FEATURES

Connection Terminals:Connection Terminals:Connection Terminals:Connection Terminals:

120Mhz

23.6" Wide ( 16:9)
0.2715  x 0.2715 mm
1920x1080 (R.G.B)
300 cd/m2
80000:1
2 ms (Type On/off)
16.7M
170 / 160
16 : 9

Phase, Clock, H/V Position, Auto Color, Auto adjust,
Brightness, Contrast, Color Adjust, Sharpness,
Menu, Left, Right, Auto Power

Power Voltage : AC 100-240V(universal), 50-60Hz
Safety :  RoHS

Other:Other:Other:Other:

1
N/A

OSD Timer, OSD H/V Position, Language.

PACKING DETAILS

WEIGHT

Graphic card requirement: ATI HD 5560 above
DRAM requirement: 2G above

LOADING

1

N/A
1


