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Balanced microphone cable is the most intuitive reference points to judge an audio cable plant
SUN RISE $-1710is an indicator product

Using XLPE as conductor insulation, To guarantee soldering and electrical property

And introducing high quality braiding technology

The high shielding of 128 or 144 braided provides over 95% shielding

After soldering on connector, to fling spatially by +/-15 degree

For 420,000 times it still remains firm and durable

A% 5 BPE/XL WA

Ll BXLPE
*This series divided into PE / XLPE two types.The standard supplying for rental customersis XLPE type,
resistance for soldering, with better electrical performance

$-1710 3070101710

ITEM NO 8¢ 3070101710 3070100131 3070100124
JACKET COLOR Fié& 10 COLOR (NON BLACK BLACK
CONTAMINATING PVC)
CONDUCTOR 18 [(60/0.08)BLUE XLPE+ [(60/0.08)BLUE PE+ [(26/0.10)BLUE PE+
(60/0.08)WHITE XLPE] (60/0.08)WHITE PE] (26/0.10)\WHITE PE}
JACKET OD 5} 60mm 60mm 60mm
WIRE INFORMATION [(60/0.08)BLUE XLPE+ [(60/0.08)BLUE PE+ [(26/0.10)BLUE PE+
SR (60/0.08)WHITE XLPE] + (60/0.08)WHITE PE]+ (26/0.10)WHITE PE]+
8D 16'9/010TC BD16'9/0.10TC BD16'8/0.10TC
MAIN CONDUCTOR AWG  ZW#i 23AWG 0.33mm’ 23AWG 0.33mm’ 24AWG 0204 mm”
ELECTRICAL PERFORMANCE @t {445
Cond.D.CR.ohm/IKm S18®E/1km 60 +/-1% 554 87+/-3%
Shield D.CR. ohm/1Km FRE®BE/Tkm 219+/1% 212 Less than 21
HEREH (PZ'::::;;" SR Less than 183 60 100 +/-2%
Nom.Cap.(pF/m)between conductors./shield e . P
wi/RENEER
Voltage Breakdown ## 7 EBE 300V 300V 300V
MECHANICAL PERFORMANCE #/A4HE
Flex Life Number of times load 500g +/-30° 28000 RiLE 11200 RELE 38000 RALE
ERBHRNA S00g AE+/-30° More than 17700 More than 11200 More than 38000
Tetsle S';;;f:;; : GE%RH) Better than 103kgf ~better than 53kgf
Applicable Temperature -20°C~ +60°C -20°C~ +60°C -20°C~ +60°C
BAIERE (4%~ +140°F) (4%~ +140°F) (4%~ +140°F)
Peak Temperature -40°C~ +70°C -40°C~ +70°C -40°C~ +70°C
BRIfFEE (40°F~ +158°F) (40%F~ +158°F) (40°F~ +158°F)
100Mweight/100M & R (kg) 53102 5102 48402
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No.81 Microphone cable in every respect is SUNRISE milestone on producing cable technology
Using very low capacitance insulation, with silver-plated conductor

3070100081

Based on conductor skin effect,Can get the better transmission performance than OFC conductor .

To make cable in audio transmission have a comprehensive balance
Upto3 layers 100% shielding.It's a product can completely satisfy studio industrial grade!
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No.123 is a product developed for durability

With thicker conductor and dense braided layer

Adding thicker external jacket, To ensure the durability of products.
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No.039 is a middle-end cable.
PVC conductor insulation, with aluminum-foil shield

Matching 16x8 braided shield.Suitable for using at large RF interference,
occasion and engineering installation.

ACT _ Professional Audio & Video Cab,
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TTEM NO 203t 3070100081 3070100123 3070100039
JACKET COLOR s, GRAY BLACK TRANSPARENT BLACK
CONDUCTOR 818 (20/0125PC + PEL8)*2C (55/0.10 +PEL6) 2C (28/012+PVC16)"2C
JACKET OD 54 80mm 80mm 60mm
PC + PEL8)'2C +
WIRE INFORMATION imglri:o thARill si LZC (55/0.10 +PEL6)"2C  (28/0.12+PVCL6)*2C +AL
apRn +BD16'8/012 BD16'8/0.12TC
e BD16'7/012 +BD 16'8/0.12 / - /0
MAIN CONDUCTOR AWG  EUHE 24AWG 0.226mm’ 21AWG 0.43mm’ 23AWG 031 mm?
ELECTRICAL PERFORMANCE @Sf£4 >
Cond.D.CR.ohm/IKm ##8&E/1km 865 41+/-2% 56+/-2% =
Shield D.CR. ohm/1Km FRIE®E/1km 955 Lessthan 189 Less than 145 o
Nom.Cap.(pF/m)between conductors. . —— N -
smpEs o
Nom.Cap.(pF/m)between conductors./shield o e ot oy N
Bh/RENREE " (=)
Voltage Breakdown 4% EBE 300V 300V 300V o
MECHANICAL PERFORMANCE #H1iA£H5 )
Flex Life Number of times load 500g +/-30°
Better than 13000 300
BREORBAR S00g AE+/-30 eRenl
Tensile Strength (26°C, 65%RH
EnsllestengihC ) Better than 57kgf Better than 102 kgf
Applicable Temperature -20°C~ +60°C -20°C~ +60°C -20°C~ +60°C
EHIfERE (4~ +140°F) (4%~ +140°F) (4%~ +140°F)
Peak Temperature -40°C~ +70°C -40°C~ +70°C -40°C~ +70°C
ERTERE (C40%F~ +158F) (40°F~ +158°F) (40°F~ +158°F)
COLOR & ORDER INFORMATION £ £18] S,
100Mweight/100M i (kg) | 91202 89:02 53202

ANCETWO CONDUCTORS MICROPHONE CAB
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Conductive shielding layer, the necessary technology means when swinging cable regularly in
usage. It can absorb the surge noise involved from swinging and collision

According to different design, it divides into two kinds

Oneis added in single wire and the otheris in overall,
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Please make sure to peel off PE layer when using CPE cable due to
CPE layer being conductive.

However users usually neglect this point just because it's black.

Here to remind you the CPE layer should be peeled when use, to y
make it shorter than the conductor insulation to prevent short-circuit.

BALANCE TWO CONDUCTORS MICROPHONE

ITEM NO &8¢ 3070100029 3070100030
JACKET COLOR B2 6 COLORS 3 COLORS
CONDUCIORNN 2 (20/0.12)PE 2*(20/012) PE
JACKET OD 5h& 65mm 6.5mm
WIREINFORMATION [2*(20/012) PE+ [2*(20/012) PE]+
SR 'CONDUCTIVE PE]+ TOTAL CONDUCTIVE PE]+
SP80/010 SPE012
MAIN CONDUCTOR AWG =B 24AWG 0226mm? 24AWG 0226 mm?
ELECTRICAL PERFORMANCE B 15
Cond.D.CR chm/Lkm WHRE/Lkm 78+/2% 80+/3%
Shield D.CR.ohm/Lkm  RiRE/km Lessthan30.5 Lessthan38
Nom.Cap (pF/m)between condctors. Less than 160 Less than 95
NEER
Nom.Cap (pF/m)between conductors/shield Less than 157 Less than 98
/RN EER
Voltage Breakdown B4R 300v 300
MECHANICAL PERFORMANCE #1155
Flex Life Number oftimeslcad 500 +/-30° P .

ERWHRBAN S0g BE+/-30

Tensie Strength (26°C, 65%RH) T

betterthan 4%gf

HEHENR
Applicable Temperature -20°C~ +60°C 0T +80°C
RMIFRE (-4°F~ +140°F) (-4F~ +140)
Peak Temperature -40°C~ +70°C -40°C~ +70°C
ERIfEEE CATF~ +158°P) (A0F~ +158°R)
100Mvieight/100M & (ko) 51:02 53402
COLOR & ORDER INFORMATION &3 AT i,
motack (3070100029 (@) 070100030
areo (3070100032 @):o0r00114
COLOR &ITEM
BLUE 3070100122 3070100115
P ] [ ]

 orance [ 3070100203
HYELLOW ] 3070100294
moreen [ 3070100295
spureLe [ 3070100207
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The most economic choice.

Mainly supplied for home/KTV or general use of PA system Using the technology of spiral wire,
not recommended for the occasion of high strength moving or shaking.
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Using double layers with clockwise/anticlockwise wrapped,

tomake it have compact shield near braiding, but easily to process.
It's akind of convenient choice between civilian with professional usage.

Professional Audio & Video Cab

ITEM NO.Zt 3070100012 3070100151 3070100110 3070100066
JACKET COLOR e 10 COLORS 10 COLORS BLACK BLACK
CONDUCTOR 12 2+(20/012)PE 2*(20/010) PE 24(20/012) PE 2+ (20/012) PE
JACKET OD 5t 60mm 5.5mm 50mm 6.0mm
WIRE INFORMATION 2*(20/012) PE+ 2*(20/010) PE+ 2 (20/012) 2*(20/0.12) HDPE+
e P60/012 ALFOIL+SP46/010  HDPE+SP60/012  SP60/012+SP70/0.12
MAIN CONDUCTOR AWG 20AWG 20AWG 20AWG 2AWG
ERSMEE 0226mm’ 0226mm’ 0.226mm’ 0.226mm’
ELECTRICAL PERFORMANCE @Af#E
SRRdDCE eh/ikm 80+/-5% 12101 8173 8173
WREE/1km
Sm:;‘::;:;':m Less than 29 5524 205 143
Nom Cap.(pF/mbetween
conductors SMMBER " - e —
Nom Cap.(pF/m)between
Conductors /shield 141+/-10% 1205 1282 1282
wiy/RENRER
Voltage Breakdown 2487 B 300v 300V 300v 300v
MECHANICAL PERFORMANCE fift45
Flex Life Number of times load
40000 RLE
ik More than 40000
HRBHRBAW 5009 Al +/-30°
Tensile Strength (26°C, 65%RH) -
PN
Applicable Temperature -20°C~ +60°C -20°C~ +60°C -20°C~ +60°C -20°C~ +60°C
BATERE (4°F~ +140°F) (4°F~ +140°F) (4%~ +140°F) (4%F~ +140°F)
Peak Temperature -40°C~ +70°C -40°C~ +70°C -40°C~ +70°C -40°C~ +70°C
ERIfEAE (40°F~ +156°) (40°F~ +158°F) (40~ +158°F) (40°F~ +158°F)
100Mweight/100M & i (k) 46202 38102 33102 52102
COLOR & ORDER INFORMATION
melack (3070100012 (3070100151
m8ROWN [ 3070100196 -
colorary ERED, @) 070100013 [ 3070100152
memzse  wORANGE (3070100014 [ 3070100153

EYELLOW | ]3070100015
zoreen ([ 3070100016
eee (3070100017

@) 3070100018
meray (3070100122
SWHITE ] 3070100019
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@) s070100157
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__J 3070100160
__J 3070100150
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