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FEATURES 設備特性
1. This machine is used to clean out the cured PUR adhe-

sive inside the heating hose. 
用於清洗保溫管內之PUR結皮。

2. May be used with 3/8 “ and (or) 5/8 “ heating hose. 
3/8“與5/8“保溫管可共用。

3. Regularly cleaning the heating hose can efficiently 
extend the lifetime of heating hose. 
保溫管經清洗過後可延長保溫管壽命。

4. Regularly cleaning hose can prevent unstable glue 
flow due to the blocking. 
減少保溫管因阻塞後造成出膠不穩定。

5. Please use the cleaning oil suggested by the PUR sup-
plier. 
請使用PUR膠廠建議之清洗油。

6. With the S. Stainless filter mesh in the tank, to gather 
the hardened PUR dregs. 
桶內附不鏽鋼濾網,可盛接結皮之PUR膠。

SPECIFICATIONS 設備規格
SPEC 規格 UNIT 單位 HS1104-OL

Tank Capacity 膠槽容量 Liter 5

Max. Operation Temp. 最高操作溫度 ℃ 200

Viscosity 使用黏稠度 CPS 8000

Available Hose 3/8”保溫管/5/8”保溫管 Set 1

Air pressure 使用氣壓 kg/cm² 0.5 - 4

Dimensions (L × W × H) 尺寸 (長 × 寬 × 高)  mm 430 × 340 × 730

Weight 重量 Kg Approx. 39

Tank Heating Power 熔膠槽加熱功率 Watt 2000

Power Requirement 電力需求 220V AC, 12A, 50/60Hz, 1Φ


