
Emulift Mixers Ultra-High Viscosity VacuumEmulift Mixers Ultra-High Viscosity Vacuum
CM-100LCM-100L

HWANG SUN ENTERPRISE CO., LTD. 皇尚企業股份有限公司

Headquarters 臺灣總公司

No. 8, Keji 1st Rd.,
Annan District, Tainan 70955, Taiwan
70955 台南市安南區科技一路 8 號 (科工區)
TEL: +886-6-3842889  FAX: +886-6-3842868

Taichung 臺灣台中

4F-4, No. 82, Daying W. 1st St.,
Nantun District, Taichung 40865, Taiwan
40865 台中市南屯區大英西一街 82 號 4 樓之 4
TEL: +886-4-24739593  FAX: +886-4-24714414

Taipei 臺灣台北

1F, No. 25-1, Hami St.,
Datong District, Taipei 10370, Taiwan
10370 台北市哈密街 25 之 1 號 1 樓
TEL: +886-2-25933744  FAX: +886-2-25923570

Suzhou 中國蘇州

Building No. 28, Li Tang Road, Kua Tang Town, Su Zhou 
Industrial Park, Su Zhou City, Jiang Su Province, China
江蘇省蘇州市園區跨塘鎮蠡塘路逸苑別墅 28 棟
TEL: +86-512-67865516  FAX: +86-512-68557601

Dongguan Hwang Sun Industrial Co., Ltd.
東莞皇尚實業有限公司

Behind the Dongying Restaurant (Catty corner from No. 
36 Liaoxia Rd., Liaoxia Ave.), Provincial Highway S256, 
Liaoxia Village, Houjie Town, Dongguan 523960, China
中國東莞市厚街鎮寮廈村 S256 省道旁東盈酒店後
(寮廈大道寮廈路 36 號斜對面)
TEL: +86-769-81636099  FAX: +86-769-81636399

ISO 9001:2008 SGS REGISTERED FIRM

www.hes.com.tw | hwangsun@seed.net.tw

MAIN FUNCTIONS 
Ultra-high viscosity and vacuum emulsifying mixer adopts a com-
bination of high emulsifying and low speed stirring and combining. 
In the processes, the materials are processed repeatedly with heavy 
shearing force, compressing, grinding, homo-mixing and dispersing. 
The stirring paddle will scrape the material attached on the inner 
wall of the tank off as it rotates to increase the effect of homogene-
ous mixing.Therefore,under high speed procesing of this machine, 
high viscosity, fine particles and homegeneous fluid with soft 
andbeautiful color can be obtained in a single proces. 

DETAILS 

1. Easy emulsifying through mixing for ultra-high viscosity

   materials（materials with viscosity greater than 50,000cps）. 

2. The machine can suck the materials into its tank directly.

3. This machine can be used for vacuum, heating, pressurizing, and    

   cooling in an in-line manner. 

4. Micro-grinding, emulsifying, agitating, homo-mixing and dispersing   

   processes can be completed in a short time.

5. Homo-mixing emulsifying machine and paddle mixer can be used 

   separately.


