
GENSET FEATURES

   MODEL : PDG-10S    

 10KVA        

SOUNDPROOF & WEATHERPROOF
AC DIESEL GENERATORS

SOUNDPROOF & WEATHERPROOF
GENERATORS

“ 26 Years of Generator Experience ’’



(Specifications are subject to change without prior notice.)

Frequency Hz

Continuous

Standby

Rated Voltage V

Voltage Regulation %

Make & Model

Output Rating Kw/rpm

No. of Cylinders-Bore x Stroke mm

Piston Displacement L

Fuel Consumption @75% load L/h

Lube Oil Capacity L

Coolant Capacity L

Battery Capacity V-Ah

Fuel Tank Capacity L

Length mm

Width mm

Height mm

Dry Weight kg

905

610

12V-80Ah

60

• SOUND LEVEL

dB @ 7m 68 70

• UNIT

Dimensions

1470

725

Fuel ASTM No.2 Diesel Fuel or Equivalent

2.6 2.9

4.5

12

Type
Vertical Inline, Water-cooled, 4-Stroke Direct 

Injected

10/1500 12/1800

3 - 80 x 90

1.357

Excitation Brushless, Rotating Exciter (with A.V.R.)

Insulation Class H

• ENGINE

QUANCHAI  QC380D

No. of Phases 1-Phase (2 Wires) 

200~240V 

Power Factor 0.8 (Lagging)

Within +/- 1.5

50 60

• ALTERNATOR

Output Rating (KVA)
9 10

10 12

SPECIFICATIONS 

MODEL PDG-10S

Make & Model POWERCITY  SLG-164C
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